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ННОУ ВСЕМИРНЫЙ ТЕХНОЛОГИЧЕСКИЙ УНИВЕРСИТЕТ

ЛАБОРАТОРНАЯ РАБОТА №1

Предмет: Программное обеспечение локальных и глобальных вычислительных сетей
СТУДЕНТЫ: 1. ____________________

                          2. ____________________

                          3. ____________________
ГРУППА: СПВ-1-02

Москва 2006

Конфигурация сети:

1-й сегмент: 

· Роутер – интерфейс F0/1: IP: 10.0.0.1 MASK: 255.255.255.0
· Свитч A – IP: 10.0.0.2 MASK: 255.255.255.0 GW: 10.0.0.1
· Свитч С – IP: 10.0.0.3 MASK: 255.255.255.0 GW: 10.0.0.1

· Хост А – IP: 10.0.0.4 MASK: 255.255.255.0 GW: 10.0.0.1
· Хост B – IP: 10.0.0.5 MASK: 255.255.255.0 GW: 10.0.0.1

· Хост C – IP: 10.0.0.6 MASK: 255.255.255.0 GW: 10.0.0.1
· Хост D – IP: 10.0.0.7 MASK: 255.255.255.0 GW: 10.0.0.1
· Хост E – IP: 10.0.0.8 MASK: 255.255.255.0 GW: 10.0.0.1
2-й сегмент:

· Роутер – интерфейс F0/0: IP: 10.0.1.1 MASK: 255.255.255.0

· Свитч B – IP: 10.0.1.2 MASK: 255.255.255.0 GW: 10.0.1.1
· Хост F – IP: 10.0.0.3 MASK: 255.255.255.0 GW: 10.0.1.1
· Хост G – IP: 10.0.0.4 MASK: 255.255.255.0 GW: 10.0.1.1
· Хост H – IP: 10.0.0.5 MASK: 255.255.255.0 GW: 10.0.1.1
Визуальное построение сети:
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В первом сегменте сети располагаются: HOST A,B,C,D,E; SWITCH 1900a,1900c
Во втором сегменте сети располагаются: HOST F,G,H; SWITCH 1900b
Оба сегмента связывает Router 2600a с интерфейсами F0/1 и F0/0

Присваиваем IP адреса хостам в первом сегменте сети:

Host A: 10.0.0.4; Host B: 10.0.0.5; Host C: 10.0.0.6; Host D: 10.0.0.7; Host E: 10.0.0.8

Для всех хостов маска (MASK) и шлюз (GW): 255.255.255.0, 10.0.0.1 соответственно.
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Присваиваем IP адреса свитчам в первом сегменте сети:

Switch1900a:





Switch1900c:
>enable





>enable

>config terminal




>config terminal

>ip address 10.0.0.2 255.255.255.0


>ip address 10.0.0.3 255.255.255.0

>ip default-gateway 10.0.0.1


>ip default-gateway 10.0.0.1
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Enterprise Edition Software
Echernet. Adaress: 00-30-80-C7-BE-CO

PCA Humber: 73-3122-04
PCA Serial Mumber:  FABO33723W7
Model Muber: WE-C1312-k
Systen Serial Number: FABO338SL0A
Pover Supply S/H: APQO324045A
PCB Serial Nube FAB03372307,73-3122-04

1 user(s) now active on Hanagement Console.
User Interface Nemu

(] Henus
[K] Comnand Line

Enter selection:

CLI session with the switch is open.
To end the CLT session, enter [Exit].

>

>enable

#config teruinal

Enter configuration comuands, one per line. End with CNTL/Z.

(config)#ip address 10.0.0.3 255.255.255.0

(config)#ip default-gatevay 10.0.0.1

(conig)#l





Конфигурируем интерфейсы роутера:

>enable

>config terminal

>interface f0/1

>ip address 10.0.0.1 255.255.255.0

>interface f0/0

>ip address 10.0.1.1 255.255.255.0

>no shutdown
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Router>ensble
Routergoontiy terminal
Enter configuration commands, one per line. End with CNTL/Z.
Router (config) ginterface £0/1
Router (config-if)#1p address 10.0.0.1 255.255.255.0
Router (config-if) fno_shutdomn
7 SLINK-3-UPDOWN: Interface Fastethernet0/L, changed state to up
:27 SLINEPROTO-S-UPDOUN: Line protocol on Interface Fastethernetd/l, changed s

Router (conig-if) fexit
Router (contig) ginterface £0/0

Router (config-if)#1p address 10.0.1.1 255.255.255.0
Router (config-if) fno. shutdomn

Router (config-if)#





Присваиваем IP адреса хостам во втором сегменте сети:

Host F: 10.0.1.3; Host G: 10.0.1.4; Host H: 10.0.1.5; 

Для всех хостов маска (MASK) и шлюз (GW): 255.255.255.0, 10.0.1.1 соответственно.
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Присваиваем IP адрес свитчу во втором сегменте сети:

Switch1900b:

>enable
>config terminal
>ip address 10.0.1.2 255.255.255.0
>ip default-gateway 10.0.1.1
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1 user(s) now active on Hanagement Console.
User Interface Nemu

(1] Henus
[K] Comnand Line

Enter selection:

CLT session with the switch is open.
To end the CLI session, enter [Exit].

>enable

#config terninal

Enter configuration comnands, one per line. End with CNTL/Z.

(config)#ip address 10.0.1.2 255.255.255.0

(config)#ip default-gateway 10.0.1.1

(contig)#





Пробуем проверить соединение путем PING`а интерфейса роутера F0/1 с Host H
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o CAWINDOWS>ping 10.0.0.1
HostF.
o1
Hoxt 6:
o1
Host b
o1

Pinging 10.0.0.1 with 32 bytes of data

Reply from10.0.0.1 ;byte:
Reply from10.0.0.1 :byte:
Reply from10.0.0.1 :byte:
Reply from10.0.0.1 :byte:
Ping statistics for 10.0.0.1

Packets: Sent = 4, Received = 4, Lost = 0 (0% loss),
Approximate round trip times in mill-seconds:

Minirum = 22ms, Maximum = 23ms, Average = 22ms
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PING проходит.
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